


Insuflect-250
Aluminized Fiberglass & Silica Glass Composite Jacket, Up to 250°C

High temperature composite heat barrier designed to protect wiring, hoses, pipes or electronic mod-
ules. Insuflect-250 is the ideal material for providing thermal protection at temperatures of 250°C
continuous (300°C/minutes). The material yields an outstanding thermal effectiveness value of 95°C
when tested per SAE J2302 at 482°C. This level is well beyond the capabilities of classic single layer,
aluminized fiberglass heat reflective materials. Insuflect-250 is available as a wrapped around product
using a stainless steel snap button closure or as a pull-thru jacket sewn closed with high temperature
Kevlar thread. Insuflect-250 was developed to extend the survivability of sensitive components in a
world of ever increasing under-hood temperatures.

Feature Units Value Test Method
Weight gm/m? 1340 +/-10% DIN EN 12127B
Thickness mm 2.8 +/-15% DIN EN ISO 5084
Tear Strength (warp/fill) N/cm 650/600 DIN EN 13934-1
Temperature (operational) °C -50 to 250

Specifications subject to change without notice. All statements and technical information ained
herein are based on tests we believe to be reliable, but the accuracy or completeness is not
guaranteed under all circumstances. Before using Zippertubing products, the user shall deter-
mine suitability for the intended use, and user assumes all responsibility for improper selection.
Actual installed attenuation values may differ due to installation techniques and final assembly
operation parameters, which are beyond the control of the Zippertubing Company. Actual at-
tenuation values can only be determined by the end user testing the completed assembly. U.S.
and international Patents and patents pending. Copyright 2008 The Zippertubing Company, Los
Angeles, California
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